BARRACUDA

ISTRUZIONI DI MONTAGGIO KIT

specific bracket "A" couple
specific bracket "B" couple
x1 windshield/screen aerosport

x4 screw standard 5x12
CUPO LINO x4 teflon washer
x4 rubber washer
KAWASAKI ER6'N 2012 x4 special washer
X4 protective sponge sticker
x2 blind nut diameter 6

x2 large washer diameter 6
KE 6300' 1 2 X2 square shape bolt diameter 6
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Rubber washer

“A” bracket Screw 5X12

A

. Teflon washer
Special washer
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Windshield

Protectiv sponge

“B” Bracket

Nut @ 6

Washer @ 6

Square shape
bolt @ 6

ASSEMBL THE BARRACUDA WINDSHIELD/SCREEN USING THE SCREWS AND THICKNESS INCLUDED IN
THE KIT. MOUNT ALL LIKE THE INSTRUCTION, AT THE END UNLOCK THE FORK UPPER SCREWS AND
SUSTITUTE THEM WITH THE 8X50 SCREWS TOGHETER WITH THE HIGH 10 THICKNESS.

WE ADVICE TO LOCK ALL TOGHETER ONCE YOU FIX THE WINDHSIELD/SCREEN TO AVOID BROKEN
PART DUE TOO FORCING



